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CENTER CONTACT: .000050 GOLD PLATE PER ASTM B488 OVER .000050 NICKEL PER AMS-00-N-290
SPRING WASHER- .000200 SILVER PLATE PER B700 OVER .000020 COPPER PER ASTM B734 OR NICKEL PER AMS-QQ-N-290.

-

9.29 REF.

-

1.22 REF.

#.57 REF.

ALL OTHER METAL PARTS: .000050 MIN NICKEL PER AMS-QQN-290 OVER .000050 MIN COPPER PER ASTM B734

FOR USE WITH BELDEN 1694A CABLE.
FOR CABLING INSTRUCTIONS SEE 3-661-4
FOR CRIMPING USE DIE KTH-2255, OR KTH-2325.
INTERFACE PER MIL-STD-348, FIG 301.1, AS APPLICABLE.
MATERIALS:
INSULATOR-PTFE: PER ASTM D1710
GASKET-SILICONE RUBBER: PER A-A-59588
SPRNG C"[)ﬁ%’; § BERYLLIUM COPPER PER ASTH B196
K-GRIP SLEEVE: COMMERCIAL BRONZE PER ASTM B135
ALL OTHER METAL PARTS: BRASS PER ASTM B16
FINISHES:
MARK PACKAGE: KINGS 2065-10-9

. ELECTRIAL CHARACTERISTICS:

NOMINAL IMPEDANCE: 75 OHMS
WORKING VOLTAGE: 500 VRMS

FREQUENCY RANGE: DC TO 12 GHz
RETURN LOSS: -30 dB MAx TO 30 CHz

COMPLIANT TO 5(;/60/120 SDI SMPTE REQUIREMENT&

MARK: KINGS 2065-10-9
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CRIMPING TOOL ADDED KTH-2325
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