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F COD SHEET ADDED 6/1/15 50343 CL

NOTES:
 
 1. MATERIALS AND FINISHES:
     BODY-BRASS, NICKEL PLATING
     REAR BODY & CONTACTS - BeCu, GOLD PLATING
     COUPLING NUT - STAINLESS STEEL, GOLD PLATING
     INSULATORS - PTFE, NATURAL
     RETAINING RING - BeCu
     GASKET - SILICONE RUBBER, RED
 
 2. ELECTRICAL: 
     A. IMPEDANCE: 50 OHM
     B. FREQUENCY RANGE: DC-4 GHZ
     C. VSWR: 1.30 MAX.

3. MECHANICAL:
     A. DURABILITY: 500 CYCLES MIN.
     B. TEMPERATURE RANGE:  -65�$� C TO +165�$� C
 
 4. PACKAGING:
     A. QUANTITY:  SINGLE PACK
     B. MARKING:  BAG TO BE MARKED 
        "AMPHENOL RF, 901-166 , AND DATE CODE"

1/2" ACROSS FLATS STAMP "AMPHENOL 901-166"5/16" HEX

INTERFACE PER
SMA PLUG

INTERFACE PER
BNC JACK

SCALE  1.500

CUSTOMER OUTLINE DRAWING
ALL OTHER SHEETS ARE FOR INTERNAL USE ONLY


